SmartSource’ Pro Elite UV oS-
The Secure Choice’

The SmartSource Pro Elite UV is a versatile, high-performance scanner designed for medium to
high-volume environments. lts compact, durable build, fast capture speed, and industry-leading
MICR accuracy ensure dependable performance. With USB connectivity and built-in ultraviolet
scanning, it enhances document and ID security with ease.
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SmartSource® Pro Elite UV
Specifications
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Scanner Dimensions
Height: 6.89in (175 cm)
Width: 5.39in (13.7 cm)
Length:8.86in (225 cm)
Weight: 4.85 Ibs. (2.2 kg)

Scan Speeds - Documents Per Minute (DPM)
80 DPM in UV mode

Document Input and Output Pockets
Entry Pocket: Up to 100 item hopper capacity

Entry pocket automatically opens for ease of use
Double document detection

Exit Pocket: Up to 150 items

Document Handling

Document Height: 200 to 5.83in (5.08 to 14.80 cm)

Image Capture Height: Up to 425 in (10.80 cm)

Document Length: 290 to 925 in (737 to 235 cm)

Document Weight: 16 to 28 Ib (60 to 105 gsm)

Document Thickness: 00032 - 0.0058 in (0.081- 0147 mm)

Accepts 12 Ib (45 gsm) paper at a reduced throughput and pocket capacity
Front ID Input: ID cards and items up to 3375 x 213 in

(85.72 x 5410 mm)

ID Card Capture (supported by application)

Inkjet Endorser

User-replaceable cartridge (600 dpi printing, 1-4 lines)

Three (3) levels of print quality available (economy, standard,
or premium)

User-programmable text

MICR/OCR Recognition

E13B and CMCT7 auto-sensing

OCR-A OCR-B,E13B

Two (2) 050 inch OCR scan bands provided
96 characters per scan band

MICR/OCR combine read

Image Sensor
Resolution: 600 dpi
Light Source: Tri-Color LEDs

Image Compression Standards
CCITT Group 4 (bi-tonalimages)

JPEG Baseline (gray level images)

JPEG Compression (color images

UV Image Output

JPEG - 256-Level, full resolution grayscale UV
TIF - Bitonal

Inverted TIF - Bitonal

Part Numbers
SSP1-ELITEUV (Pro Elite UV)

Productivity Functions (Smart Button)
Combined power switch

Feeder start/stop

SmartClear button

Cleaning mode

LED status light

Connectivity
High-speed USB 2.0 cable and power supply included

Application Programming Interfaces (API)
SmartPVA API

Supported Operating Systems
SmartPVA for Windows
Windows 11/10 (x86 and x86-64)

Standard Warranty
One vear pursuant to Digital Check Corp.'s limited
product warranty

Power Requirements
100-240 VAC @ 50/60 Hz
Operating Power: 48 W
Standby Power: 3 W

Environmental
Operating Temperature: 60° - 90° F (15° - 32° C)
Operating Humidity: 35 - 85% non-condensing

Certifications
Safety:
CE, UL/CUL, BIS

Emissions:
FCC Class A, ICES-003

Power Supply Efficiency:
RoHS Compliant

Optional Receipt Printer Attachment

Digital Check offers the ReceiptNOW? Elite thermal printer, designed
to fit underneath the Pro Elite UV, minimizing overall space
requirements. The ReceiptNOW?® Elite printer can be configured with
both Ethernet and USB connections.
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